
DREWSEN – Your partner for lightweight papers 

Our continued success is based on technical knowledge and a full understanding of the markets, a precise knowledge 
of customer processes and products and a close and trusting relationship with our business partners.

Modern manufacturing equipment guarantees the optimum flexibility in production and a consistently high product 
quality for both reels and sheets.

Contact us for tailored service solutions.

As a strong family-run company we provide a sustainable and long term solution for all your requirements.

Tradition & Innovation – Since 1538.

PROLIGHT  Thin Printing Paper

PROLIGHT | Thin Printing Paper

PRINT & PACKAGING PAPER

Leaflets



PROLIGHT Publishing

Our PROLIGHT Thin  
Printing Paper will fulfil  
the demands for:
• Books
• Flyers
• Catalogues
• Mailings
• Brochures
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Substances:
• 37 - 60 g/m²

Reels:
• Paper machine widths: 225 cm, 470 cm
• Reel diameter: 100 - 145 cm
• Cores: 70, 76, 100, 120, 150 mm

Sheets:
Our new sheet cutters meet the highest quality  
demands.
• sheet width:  min. 46 cm, max. 165 cm
• sheet length: min. 42 cm, max. 165 cm

• Pharmaceutical and cosmetic leaflets
• Medical Instruction manuals

• ISEGA-Certificates confirming suitability of the  
 grade for direct food contact
• Production declaration (GMP guidelines)
• ISO 9001, 14001

• FSC® / PEFC available
 on request

Product information

Uncoated woodfree Paper
• Grades:
 PROLIGHT Opaque, PROLIGHT Standard
• Colours:
 Superwhite K (CIE 142), Naturalwhite (CIE 80)
• Good press performance
• Excellent folding properties at maximum 
 processing speeds
• First class processing for punching, gluing,
 binding, encoding
• High strength and stiffness
• Excellent sheet formation
• Minimal blade wear during perforating and cutting
• Low show through for optimal readability when 
 printed on both sides
• Excellent printability for duplex offset printing
• Optionally with optimised surface for  
 High Speed Inkjet machines

Applications

Technical specifications

Certificates

Georg-Drewsen-Weg 2 
29331 Lachendorf
Germany

Phone    +49  51 45   88-0 
Fax        +49  51 45  88-412

      prolight@drewsen.com
      www.drewsen.com


